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1N4448X

Symbol Min. Typ. Max. Units

0.72 V

0.855 V

1 V

1.25 V

25 nA

2.5 μA

30 μA

50 μA

CJ 4 pF

trr 4 ns

Electrical Characteristics  @ 25°C (Unless Otherwise Specified)

Junction Capacitance

VF

VR=20V

IF=150mA

VR=25V, TJ=150°C

* Pulse Test: Pulse Width 300 μsec, Duty Cycle 2%

VR=75V

Conditions

IF=5mA

Parameter

VR = 0V, f = 1MHz

Reverse Recovery Time
IF=IR=10mA,

Irr=0.1×IR,RL=100Ω

VR=75V, TJ=150°C

IF=10mA

IF=100mA

Reverse Current IR

Forward Voltage

0.62

Rev.3-5-07022021

http://www.mccsemi.com/


MCCSEMI.COM3/4

 Curve Characteristics

1N4448X
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Fig. 1 - Typical Instantaneous Forward Characteristics
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Fig. 2 - Typical Reverse Leakage Characteristics
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Fig. 3 - Power Derating Curve
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 Ordering Information

Device Packing

Part Number-TP Tape&Reel: 8Kpcs/Reel

1N4448X

Rev.3-5-07022021

***IMPORTANT NOTICE***

Micro Commercial Components Corp
Micro Commercial Components

Corp

Micro Commercial Components Corp

***LIFE SUPPORT***

***CUSTOMER AWARENESS***

www.mccsemi.com


Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Micro Commercial Components (MCC):   

  1N4448X-TP

https://www.mouser.com/mccsemi
https://www.mouser.com/access/?pn=1N4448X-TP
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